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Ak, Piper airplane models and applicable
airworthiness regulations.
Moctel:

Drscrgption of Tpgne Desipn Hunge: Installation of a replacement fuel selector valve, in
accordance with Dakota Cub Aircraft, Inc., Fuel Selector Valve Master Drawing List MDL-
01, revision “Org”, dated August 8, 2007, or later FAA approved revision.

1) The installer must determine whether this design change is compatible with previously

approved modifications.
2) For instructions for continued airworthiness, refer to Dakota Cub Aircraft, Inc.,

“Instructions for Continued Airworthiness for Fuel Slector Valve”, Revision- Original,

dated 5/1/2007 or later FAA approved revision.
3) If the holder agrees to permit another person to use this certificate to alter a
product, the holder must give the other person written evidence of that permission.
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(Title)

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.
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Dakota Cub Aircraft, Inc.

Amendment Level: Original
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FAA Approved Model List (AML) No. SA02299AK
For the Installation of Replacement Fuel Selector Valve System
in accordance with Master Data List
“MDL-01,” dated August 8, 2007
Airplane Make and Model Designation Original Type | Certification
Certificate Basis
Number

Piper -—- -
PA-11, PA-11S A-691 CAR 4a
PA-12,12S A-780 CAR 3
PA-14 A-797 CAR 3
PA-18, 18S, 18 “105” (Special), 18S *“105” (Special), 18A, 18 1A2 CAR 3
“125” (Army L-21A), 18S “125,” 18AS *125,” 18 *135”
(Army L-21B), 18A “135,” 18S “135,” 18AS “135,” 18 “150,”
18A “150,” 18S “150,” 18AS “150”
PA-19 (Army L-18C), 198 1A2 CAR 3
PA-20, 208, 20 “115,” 20S “115,” 20 “135,” 208 “135” 1A4 CAR 3
PA-22, 22-108, 22-135, 22S-135, 22-150, 228-150, 22-160, 1A6 CAR3
228-160
J3C-40 A-691 CAR 4a
J3C-50, 508 A-691 CAR 4a
J3C-65, 65S A-691 CAR 4a

--- Nothing Follows —
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